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TECHNICAL DATA

Your partner

MARINE GEAR BOX (optional)

Model ZF 63 or similar
Clutch system Hydraulic disc
Gear ratio acc. specification
Output configuration direct / horizontal /

8° down-angle / V-drive 12°

Engine type MO196K35 MO236K42
4-stroke, turbocharged, intercooled
direct-injection, fresh water cooling

Output (crankshaft) kW [HP]* 140 [190] 170 [230]
Rpm at full load 3500 4200
Cylinders 6 in line 6 in line
Displacement [cm3] 3200 (195 cid) 3200 (195 cid)
Bore [mm] 85 (3.35’) 85 (3.35’)
Stroke [mm] 94 (3.7’) 94 (3.7’)
Compression ratio 17,5 17,5
Max. torque [Nm] 430 440
at speed [rpm] 2800 3300
[lb-ft] 317 325
Injection system two stage unit injectors
Standard alternator [A] 90 90
Electronic engine diagnostic yes yes
Weight [kg] 305 (672 lbs) 305 (672 lbs)
Weight per unit of power [kg/HP] 1.61 (3.53 lbs/HP) 1.33 (2.92 lbs/HP)
Emission standards BSO II, EPA-Tier II, RCD 2003/44

Dimensions (not for installation)
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ELECTRICAL SYSTEM
• 12V system plug-in solution
• 14V/90 A marine suitable alternator
• 24V/80 A marine suitable alternator (optional)
• 2-Pole installation (optional)
• Voltage regulator in alternator cares for optimum charging conditions

of the batteries
• Glow plugs for a trouble-free cold start
• Electric starter motor
• Extension cable with plug-in-connection available in various lengths and

for fly bridge installations (optional)

INSTRUMENT PANEL
Standard panel includes:
• Key switch – ignition and start function
• Control lamps for battery charging, oil pressure, glow plug indication and

service code storage
• Revolution counter with hourmeter
• Temperature gauge for engine coolant temperature
• Instrument illumination
• Audible alarm

PROFESSIONAL PANEL includes
• Ignition by retained bush button switch
• Starting function by bush button
• Check lamps for battery charging, oil pressure, glow plug indication and

service code memorization
• Revolution counter with hourmeter
• Instrument illumination
• Temperature gauge for engine coolant temperature
• Audible Alarm


��������� The STEYR Control Center (SCC) is an integrated display unit
including the functions of digital instruments,  switch board,  fuel management
& driving range calculation, GPS-position, speed over ground, digital manual
and on board diagnostic system.

ADAPTATION
• for Jet-Drives & Surface Drives
• for Shaft and Transmissions
• for MerCruiser Sterndrive Bravo I, II, III
• Adaptation kits for most known Sterndrives

ACCESSORIES / OPTIONS
• Oil pressure gauge
• Additional key switch for governed speed
• Connecting cable for secondary helm
• Extra alternator kits
• Hot water systems
• Separate expansion tanks
• Sea water filters
• Front power take off
• Fuel pre-filter with water separator
• etc.
Water pick up, sea cock, siphon valve, cooling hose, exhaust system and transom exhaust, fuel filter
and fuel pipes, pulleys, filler cap and brackets for auxiliaries  - just contact your STEYR Marine Partner
he will be delighted to serve you.
Not all models, standard equipment and accessories are available in all countries. All specifications
are subject to change without notice.
The engine illustrated may not be entirely identical to production standard engines.
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